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1. ALL PLANT MATERIAL SHALL BE OF SIZE AND TYPE SPECIFIED.  IF SUBSTITUTIONS ARE
REQUIRED, ALL SUBSTITUTIONS MUST BE APPROVED BY DESIGNER.

2. PLANT PLACEMENT: ALL PLANTS SHALL BE SPACED ACCORDING TO THE PLAN AND
SHALL BE SET IN PITS AT SUCH A LEVEL THAT THE TOP OF ROOT BALL SHALL BE 2"
ABOVE THE SURROUNDING SOIL LEVEL.  EACH PLANT SHALL BE SET IN THE CENTER
OF AN INDIVIDUAL PIT AND SET PLUMB AND STRAIT.  BACKFILL PIT WITH PLANTING
MIXTURE, GRADUALLY FILLING AND SETTLING WITH WATER.

GARDEN BEDS WILL BE AMENDED WITH GRAVEL AND PINE FINES TO ALLOW FOR WELL-DRAINED SOIL. MULCH WITH PINE
BARK NUGGETS. USE METAL EDGER TO DEFINE PLANT BEDS ADJACENT TO GRASS.

SOD OR SEED

DRY CREEK BED - APPROX. 8"-20" WIDE, USING VARYING SIZES OF CREEK ROCK, WITH 12"-30" GRAYISH GRANITE BOULDERS
THROUGHOUT. METAL EDGER WILL BE USED ON EITHER SIDE OF THE CREEK BED TO KEEP ROCK IN PLACE.

CANYON GRAY LARGE FORMAT STEPPING STONES ON LEVELED SUB-GRADE.
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1. ALL PLANT MATERIAL SHALL BE OF SIZE AND TYPE SPECIFIED.  IF SUBSTITUTIONS ARE
REQUIRED, ALL SUBSTITUTIONS MUST BE APPROVED BY DESIGNER.

2. PLANT PLACEMENT: ALL PLANTS SHALL BE SPACED ACCORDING TO THE PLAN AND
SHALL BE SET IN PITS AT SUCH A LEVEL THAT THE TOP OF ROOT BALL SHALL BE 2"
ABOVE THE SURROUNDING SOIL LEVEL.  EACH PLANT SHALL BE SET IN THE CENTER
OF AN INDIVIDUAL PIT AND SET PLUMB AND STRAIT.  BACKFILL PIT WITH PLANTING
MIXTURE, GRADUALLY FILLING AND SETTLING WITH WATER.

GARDEN BEDS WILL BE AMENDED WITH GRAVEL AND PINE FINES TO ALLOW FOR WELL-DRAINED SOIL. MULCH WITH PINE
BARK NUGGETS. USE METAL EDGER TO DEFINE PLANT BEDS ADJACENT TO GRASS.

SOD OR SEED

DRY CREEK BED - APPROX. 8"-20" WIDE, USING VARYING SIZES OF CREEK ROCK, WITH 12"-30" GRAYISH GRANITE BOULDERS
THROUGHOUT. METAL EDGER WILL BE USED ON EITHER SIDE OF THE CREEK BED TO KEEP ROCK IN PLACE.

CANYON GRAY LARGE FORMAT STEPPING STONES ON LEVELED SUB-GRADE.

3

2

1

0' 1' 2' 4' 6'

NORTH

1

4

1
1

1

1

2

3

3

3

4

EXISTING

EXISTING



LA
N

D
SC

AP
E 

PL
AN

:
Su

rr
ou

nd
in

g 
G

ar
de

ns

sh
ee

t n
um

be
r

sh
ee

t n
am

e

is
su

ed
 o

n

9.
21

.2
2

LA
N

D
SC

AP
E 

PL
AN

N
at

al
ie

 S
el

ke
r

51
3.

63
3.

75
86

L4
00

de
si

gn
ed

 a
nd

 d
ra

w
n 

by

sc
al

e: 1/
4"

 =
 1

'-0
"

94
01

 L
e 

Sa
in

t D
riv

e
Fa

irf
ie

ld
, O

hi
o 

45
01

4

Ry
an

's
 A

ll G
la

ss

1. ALL PLANT MATERIAL SHALL BE OF SIZE AND TYPE SPECIFIED.  IF SUBSTITUTIONS ARE
REQUIRED, ALL SUBSTITUTIONS MUST BE APPROVED BY DESIGNER.

2. PLANT PLACEMENT: ALL PLANTS SHALL BE SPACED ACCORDING TO THE PLAN AND
SHALL BE SET IN PITS AT SUCH A LEVEL THAT THE TOP OF ROOT BALL SHALL BE 2"
ABOVE THE SURROUNDING SOIL LEVEL.  EACH PLANT SHALL BE SET IN THE CENTER
OF AN INDIVIDUAL PIT AND SET PLUMB AND STRAIT.  BACKFILL PIT WITH PLANTING
MIXTURE, GRADUALLY FILLING AND SETTLING WITH WATER.

GARDEN BEDS WILL BE AMENDED WITH GRAVEL AND PINE FINES TO ALLOW FOR WELL-DRAINED SOIL. MULCH WITH PINE
BARK NUGGETS. USE METAL EDGER TO DEFINE PLANT BEDS ADJACENT TO GRASS.

PINE STRAW UNDER THE TREE AND THROUGHOUT 150 SF POLLINATOR GARDEN (MIX OF PLUGS, 2.5 QT AND 1 GALLON
POTS

DRY CREEK BED - APPROX. 8"-20" WIDE, USING VARYING SIZES OF CREEK ROCK, WITH 12"-30" GRAYISH GRANITE BOULDERS
THROUGHOUT. METAL EDGER WILL BE USED ON EITHER SIDE OF THE CREEK BED TO KEEP ROCK IN PLACE.

12"-20" GRAYISH GRANITE BOULDERS

AMEND SOIL AND USE PINE STRAW MULCH.
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